ReRide -Tilstandsrapport

Model: OX - LOCKBOX

Produktionsar: 2025

Nyprisen: 56.199 kr

Brugtprisen: 38.460 kr

Hvor langt har cyklen kort/ Km: 1266,6 km
Batteriets kapacitet: 100%

ID - nummer: 5040

Test Dato: 29/06-2026

Det fremgar af rapporten hvilke dele af cyklen, der er kontrolleret samt vaerdier fra
malinger, herunder ogsa kosmetiske skader ind- og udvendig.

Der tages forbehold mod rust i hulrum, slitage og skader, der kun kan konstateres ved
adskillelse. Har du spargsmal til tilstandsrapporten, kan du sende en mail til os med
dine kontaktoplysninger til: hello@blackironhorse.com med cyklens ID og dit
spergsmal. Skriv gerne “ReRide” i emnefeltet.

Generel konklusion pa tilstanden:
Vileverer alle ReRide modeller med nye bremseklodser for og bag

Leveres med:

Cykelcomputer (monteres pa styret)
Batteri

Lader

Plug-in keedelas (til fastgerelse af cyklen)

Denne OX - LOCKBOX ladcykel fremstar i god, velholdt stand med normale brugsspor.
Cyklen er nyserviceret og fuldt gennemgéet, hvor bremser, gear og bevaegelige dele er
justeret og fungerer, som de skal. Stel og lad er solide og uden skader, der pavirker
funktion eller sikkerhed.

Kort sagt: En driftssikker og klar-til-brug ladcykel, perfekt til hverdagen fra dag ét.


mailto:hello@blackironhorse.com

Alle cykler leveres ny serviceret og har vaeret gennem folgende:
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Kosmetiske eller mindre forhold (ingen funktionel pavirkning):

Der er kun forventelige brugsspor pa denne cykel, og der fremgar derfor ikke noget i
nedenstaende skema

Billede af fejl/skade Beskrivelse




E-TUBE PROJECT SERVICE REPORT

SHIMANO

6/10/2026 7:26:24 AM (UTC+02:00)

Total distance 1266.6km
Traveling distance 1266.6km
Total time 75:50
Traveling time 75:50

Drive unit information

Product name

DU-EP600-CRG

Firmware version

442

Serial No.

TK8VDT14003

Current setting (change to 1/18/2024 1:50 PM)
Destination

Regulation change history

Type 1

Tire circumference

1620mm

Battery information

2nd Gen. BATTERY Yes

Product name BT-ENGB05-A
Firmware version 4.0.0.0

Serial Ne. TLAXEK1GO9F
Remaining charge 96%

The remaining capacity 13.0Ah

The number of full equivalent charge—discharge cycles 0Times

The evolution of self-discharging rates 0.0%

The date of manufacture of the battery 5/16/2025
The energy throughput OkWh

The capacity throughput 0Ah

The tracking of harmful events

No harmful events
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Unit settings

DU-EP600-CRG
Firmware version 442
Serial No. 7K8VDT 14003
Destination Type 1

Light/accessory power supply terminal output setting

Light(Button Operations)

Accessory terminal output

ON

GCAN port output ON
Remaining light capacity 60min
Light output {includes CAN/ABS} 27.00wW
Walk assist ON

Tire circumference 1620mm

Gear shifting type

Internal geared hub (chain)

Shifting method Electrical
Front chainring 38T

Rear sprocket 30T

Max assist speed 25km/h

Max torgue setting range 40N'm — 85N'm
Max power{BOOST/HIGH) 500W *

Max power{ TRAIL/NORMAL) 500W *

Max power{ECO) 500W *

Max power(FINE TUNE MODE} 500W *

Active profile Profile 1
Profile 1, Profile name Profile1

Profile 1, Assist customize BASIC MODE
Profile 1, Assist mode display ECO/TRAIL/BOOST

Profile 1, BOOST/HIGH
[Assist character, Max torque, Assist start]

Lv.14, 8ON'm, Lv.5

Profile 1, TRAIL/NORMAL
[Assist character, Max torque, Assist start]

Lv.11, 70N'm, Lv.5

Profile 1, ECO
[Assist character, Max torque, Assist start]

Profile 2, Profile name

Lv.6, 55N'm, Lv.b
Profile2

Profile 2, Assist customize

Profile 2, Assist character

FINE TUNE MODE
Lv.2468,10,12,14

Profile 2, Max torque 45N'm — 80N'm
Profile 2, Assist start Lv.5
AUTO 2 Do not use
Gear shifting mode after the app is disconnected Manual
AUTO 1, Shift timing 73rpm
AUTO 1, Self-leaming OFF
AUTO 1, Climbing response Lv4
AUTO 1, Start mode 2nd gear
AUTO 2, Shift timing 73rpm
AUTO 2, Self-leaming OFF
AUTO 2, Climbing response Lv6
AUTO 2, Start mode 1st gear
Manual, Start mode OFF
Display Speed 0.0%
Maintenance alert ON
Traveling distance (maintenance alert) 3200km
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Date: Year (maintenance alert) 2027
Date: Month (maintenance alert) 6
Date: Day (maintenance alert) 10
Auto shut off timer 10min

*This is the output limit value for the drive unit. The actual output may be lower than this value depending on the battery specifications.

SC-EM800
Firmware version 46.0
Serial No. THOUHM26CBA
Display units km/h
Traveling time Display
Avg spd Display
Max spd Display
Cadence Display
Current time Display
Time setting Unknown
Beep setting ON
Brightness Level 3
Display language English
Bluetooth® LE name SCEM800
SW-EMB00-L
Firmware version 320
Serial No. OKUVCAO1A52
Switch X Assist up
Switch Y Assist down
EW-SW310
Firmware version 310
Serial No. 7K6UHMO9CEA
Switch A Light ON/OFF
MU-URS510
Firmware version 3.3.1
Serial No. 7JFVDUO02D4
SW-EN600-R
Firmware version 320
Serial No. 0P6VBMO028DB
Switch X Rear shift up
Switch Y Rear shift down
Switch A Gear shifting mode
Drive unit settings backed up by an indicator
Serial No. 7K8vDT 14003
Light/accessory power supply terminal output setting Accessory(Always On)
Remaining light capacity 60min
Light output {includes CAN/ABS) 27.00W
Walk assist ON
Tire circumference 1620mm

Gear shifting type

Internal geared hub (chain}

Shifting method Electrical
Rear speeds 5Speeds
Front chainring 38T
Rear sprocket 30T
Drive unit installation angle 0°
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